
ZEHNDERSOMMER.COM

ELECTRONIC ROLL FEEDER AGM
1500 mm2 strip cross-section

PRODUCT DETAILS
• Compact Design
• Can be retrofitted to any press
• Service friendly
• AC servomotor
• Low backlash gearing
• Driven top roller
• Hardened and ground precision rollers
• Pneumatic pilot release

• Adjustable press-on force by the top roller
• Adjustable release path
• Feed-in roller cage with strip guidance
• Strip guidance centrally adjustable
• Machine can be used to push or pull
• Sensor for strip guidance monitoring

OPTIONS
• Rollers with special coating
• Roller profile grinding
• Manual or motorized mounting bracket 

adjustment

• Pneumatically actuated measuring wheel
• Dual system (push and pull)
• Colour marking sensor
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SWITZERLAND
Zehnder & Sommer AG
CH-3400 Burgdorf 
info@zehndersommer.com 
Tel +41 31 740 50 50

GERMANY
Zehnder & Sommer GmbH
DE-58452 Witten 
info@zehndersommer.de 
Tel +49 2302 276140

zehndersommer.com 
ZSswiss.com
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MODEL 320 AGM 420 AGM 520 AGM 620 AGM

Roller width A (mm) 325 425 525 625

Distance B (mm) 460 560 660 760

Overall width C (mm) 727 827 927 1027

Strip width 320 420 520 620

Band thickness max. 14 mm

Roll diameter 100 mm

Position accuracy +/- 0.1 mm

Nominal speed max. 80 m/min.

Traction 2000 N
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Performance curve exemplary. 
Specific calculations on 
request.


